4391M METALCRAFT RAINWATER SYSTEMS – BOX GUTTER 125MM
The following branded section has been prepared by Construction Information Ltd (Masterspec) in conjunction with the product manufacturer. The downloading and/or use of this section are subject to the following terms and conditions:
· Users of this section shall rely solely on their professional judgment and skill in determining the appropriateness of using or referring to this section and to satisfy themselves as to the accuracy of the data it contains.
· Users acknowledge that neither Construction Information Limited nor the manufacturer of the products and systems described in the text are in any way liable in respect of any particular use or application of the material provided.

Masterspec sections must be customised to suit the project being specified, by removing irrelevant information and adding project-specific information and selections. 

1. GENERAL 

This section relates to Metalcraft rainwater disposal systems including gutters fascias 

and downpipes. 
Modify or extend the above description to suit the project being specified. 

Some specifiers prefer to group general rainwater plumbing work - such as flashings to roof penetrations, windows, etc - together with the supply and installation of spouting and downpipes. 

While this can be a convenient arrangement, especially on smaller projects, there are dangers in such an approach, in potentially affecting guarantees or manufacturer’s warrantees on roofing and/or window work. In terms of co-ordination, such flashing and sealing work is also best grouped with the primary enclosure element concerned. 

Related work 

1.1 RELATED SECTIONS 

Refer to ~ for ~. 

Include cross references to other sections where these contain related work. 

Documents 

1.2 DOCUMENTS REFERRED TO 

Documents referred to in this section are: 

NZBC E1/AS1 Surface water 

AS 1273 Unplasticised PVC (uPVC) downpipe and fittings for rainwater 

NZMRM NZ Metal roof and wall cladding - Code of practice 

Documents listed above and cited in the clauses that follow are part of this specification. 

However this specification takes precedence in the event of it being at variance with the cited document. 

Delete from the DOCUMENTS clause any document not cited. List any additional cited documents. 

RELATED DOCUMENTS 

Refer to the following related documents when preparing this section: 

NZBC E1/AS1 Surface Water

4.0 Downpipes 

5.0 Roof gutters 

AS/NZS 2179 Rainwater goods, accessories and fasteners 

BRANZ BU 332 Claddings in corrosive environments 

BRANZ BU 350 Sizing gutters and downpipes

1.3 MANUFACTURER’S DOCUMENTS 

Manufacturer’s and supplier’s documents relating to work in this section are available on the website or by contacting Metalcraft Industries Ltd. 

For technical assistance contact Metalcraft Industries Ltd 

Web: www.metalcraftroofing.co.nz 

Metalcraft area office details are available through the website. 

It is important to ensure that all personnel on site have access to accurate, up to date technical information on the many products, materials and equipment used on a project. In most cases individual products are not used in isolation, but form part of a building process. Also a particular manufacturer’s and/or supplier’s requirements for handling, storage, preparation, installation, finishing and protection of their product can vary from what might be considered the norm. Access to technical information can help overcome this potential problem. 

1.4 ABBREVIATIONS AND TERMS 

The following abbreviations are used throughout this part of the specification: 

BMT Base metal thickness 

NZMRM New Zealand Metal Roofing Manufacturers Inc 

Gutter In this section includes spouting 

Refer general section INTERPRETATION & DEFINITIONS for abbreviations used throughout the specification. 

Requirements 

1.5 NO SUBSTITUTIONS 

Substitutions are not permitted to any specified system, or associated components and products. 

1.6 QUALIFICATIONS 

Installers to be experienced competent gutter installers, familiar with the Metalcraft 

materials and the techniques specified. 

1.7 MAINTENANCE INSTRUCTIONS 

Provide one bound copy of all relevant Metalcraft maintenance information on 

completion of the roofing work. 

Warranties 

1.8 MANUFACTURER’S WARRANTY 

Warrant this work under normal environmental and use conditions against: 

10 years: Failure of coating adhesion (manufacturer’s standard warranty) 

10 years: Weatherproofing failure caused by material penetration as a result of 

corrosion (manufacturer’s standard warranty) 

3 years: Weatherproofing failure caused by substandard workmanship 

From: Date of completion of installation 

Refer to the general section WARRANTIES for additional requirements. 

Check with Metalcraft for the appropriate warranty terms and conditions. 

Check general section WARRANTIES for the date of commencement of warranties; which is normally practical completion of the contract. Refer to the chosen conditions of contract as it may also contain information on warranties and guarantees. 

Performance 

1.9 TEST 

Test the completed rainwater disposal system with water to ensure gutters are laid to correct falls, that both spouting and downpipes are unobstructed and that no ponding occurs in gutters. Comply with E1/AS1. 

2. PRODUCTS 

Materials 

2.1 GUTTERS 

Complete with matching brackets with fixing screws to suit the gutter / fascia. Refer to SELECTIONS for type. 

2.2 DOWNPIPES 

To AS 1273 Unplasticised PVC (uPVC) downpipe and fittings for rainwater. Complete 

with stand-off brackets, galvanized screw fixed. Refer to SELECTIONS for type. 

Components 

2.3 DROPPERS 

Steel or plastic droppers, sized to fit inside the downpipe. 

2.4 DOMES 

Wire mesh in round form with legs to clip inside the outlet opening to the downpipe. 

2.5 GUTTER MESH 

Flexible plastic mesh fitted into the gutter to the mesh manufacturer's requirements. 

3. EXECUTION 

Conditions 

3.1 HANDLE AND STORE 

Handle and store downpipes, spouting and accessories to avoid damage. Store on site under cover, on a clean level area, stacked to eliminate movement and away from work in progress. Avoid exposure to sunlight if strippable film is still on the product. 
3.2 SUBSTRATE 

Check that fascia, barges or cladding are level and true to line and face and will allow 

work of the required standard without distortion to the product alignment. Do not proceed until they are up to standard. 

3.3 THERMAL MOVEMENT 

Make adequate provision in the fixing and jointing of the spouting for thermal movement in the length of the spouting. Provide an expansion joint in spouting over 12 metres in length for steel gutter. 

Modify this clause when using copper, aluminium, or zinc. 

3.4 CORROSION 

Separate metals subject to electrolytic action from each other and from treated timber, concrete and other lime substances by space, painting of surfaces, taping, or separator strips. 

Check compatibility of metals used for rainwater goods, against the materials being used for roofing and flashings. 

Avoid the use of bitumen-based products as they can react adversely with aluminium/zinc products. 

Do not allow copper downpipes to discharge onto lower galvanized or zinc aluminium coated steel roofs. 

Application - metal 

3.5 INSTALL METAL GUTTER AND FASCIA 

Establish minimum falls necessary (minimum 1:500) to outlets to prevent ponding and screw fix brackets true-to-line at 900 mm centres maximum. In areas where snow fall is possible and or high wind areas, the centres should be reduced to 600 mm. Lap spouting joints in direction of flow, a minimum of 40 mm to seal between and over the top of joint and seal with silicone sealant and fix with rivets. Ensure the joint is fixed over its full girth. 

Cut out neatly for and fit the pre-formed downpipe dropper and rivet and seal around the joint. All installation to Metalcraft details and NZMRM NZ Metal roof and wall cladding - Code of practice recommendations. 

Snow fall areas will require snow straps. 

3.6 INSTALL PVC DOWNPIPES 

Install downpipes complete with 115 degree angle bends as needed with all joints lapped and glued. Galvanize screw fix with PVC pipe clips to rigidly stand 40 mm off the wall plumb and discharging into stormwater gully or inlet pipe. All installation to Metalcraft details and NZMRM NZ Metal roof and wall cladding - Code of practice 

recommendations. 
3.7 INSTALL RAINWATER HEADS 

Install using rivets where required to detail as shown on drawings. Ensure colour 

matched blind aluminium rivets are used when joining metal surfaces. 

Modify this clause to suit project requirements. 

3.8 INSTALL OVERFLOWS 

Install as close as practical to downpipe locations, at a height allowing water to discharge to the outside and not into the building. 

Even an exposed, external rainwater disposal system can require overflows, to avoid problems occurring due to blockages in gutters or downpipes. Provide details here, or add further detail to earlier clauses. 

3.9 INSTALL PROTECTION 

Fit wire mesh domes to downpipe outlets and plastic mesh to spouting to the spouting manufacturer's requirements. 

Completion 

3.10 REPLACE 

Replace damaged or marked elements. 

3.11 LEAVE 

Leave the whole of this work discharging completely and freely into the stormwater system and free of all debris. Leave work to the standard required by following procedures.
3.12 REMOVE 

Remove debris, unused materials and elements from the site. 
4. SELECTIONS 

Refer to E1/AS1 for size and material requirements. 

4.1 METALCRAFT GUTTER SYSTEMS 

Profile: Box Gutter 125mm 

Base material: Steel 

BMT: 0.55 mm 

Cross section: 8435 mm² 

Coating system: ~ 

Colour: ~ 

Refer to Metalcraft Website for; sectional details, gutter profiles, bracket requirements and other base material options. 

4.2 COLOURSTEEL DOWNPIPES 

Profile: ~ 

Size: ~ 

Coating system: ~ 

Colour: ~ 

Profile options: Round or Rectangular 

Size options: 
Round 65 mm, 80 mm or 100 mm diameter 

Rectangular 75 mm x 55 mm 

For moderate and marine environments choose either, Colorsteel® Endura™, Colorsteel® Maxx™ or unpainted Zincalume. 

For severe marine environments choose either, Colorsteel® Endura™, Colorsteel® Maxx™, painted or unpainted aluminium. 

For very severe marine environments choose either Colorsteel® Maxx™, painted or unpainted aluminium. 

Colour: Refer to Colorsteel® colour chart. 

Preformed powdercoated bends are all available 

Refer to Metalcraft Website for sectional details and other base material options. 

4.3 PVC DOWNPIPES 

Profile: ~ 

Size: ~ 

Profile options: Round 80 mm diameter 

Square 100 mm x 50 mm (typical) 

4.4 DOMES 

Metal: ~ 

4.5 LEAF MESH 

Brand: Leaf Guard™ Leaf Extruder 
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